Repacking your TT Scribe 



• Package up all loose parts. Place the cables and adapters in the provided 
boxes. This includes the power adapters for the computer (part 7), the power 
adapters for the cameras (part 16), the USB camera cables (part 17), the pow- 
er adapters for the LED lights (part 19). If cameras were provided in a sepa- 
rate case, place the cameras in their case. Mounts can be left on the camer- 
as. Make sure the glass from the TTscribe is packed carefully in the provided 
foam. 



• If the Large Image Capture was purchased, fully retract the Large Image 
Capture arm into the top frame and tighten all knobs. 



• Place foot pedal base (part 1), foot pedal weight (part 2), and the two steel 
foot pedal rods (part 3) on top of the foam at the bottom of the crate. 
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• Place foam 2 on top of the foot pedal. On top of this foam there are cutouts 
for the cameras (part 15), bubble level (part 29), and the knob from the rear 
of the TT Bottom frame. Place these items on top of foam 2. in the cutouts 
provided. If your cameras were packaged in a separate case, then you will not 
need to use the camera cutouts in the foam. 




• Place the TT bottom frame (part 1 1 ) on top of foam 2 in the cutouts for the 
frame. Place the cradle glass (part 20), encased in foam, on top of foam 2 in 
square area surrounded by the bottom frame, as shown below. 
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• Place the cradle V block (part 5) in the middle of the crate, below the bar of 
the bottom frame, as shown above. 



• Place all smaller boxes, as well as any other parts such as the grey cards 
and keyboard, to the left and right of the crate beside the bottom frame, and in 
the cradle V block, as shown above. 



• Place the monitor (part 8), enclosed in its white styrofoam, on top cradle 
glass. Place monitor stand and power cords on top of styrofoam. 




• Place the shroud (part 1 3) on top of the monitor styrofoam. 
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• Place foam 3 on top of the contents of the crate. The edges of the frame 
should poke up through the foam in the cutouts provided. Push the foam down 
to ensure that this happens. 




• Place the top frame (part 12) on top of foam 3 in the cutouts provided. If the 
Large Image Capture System was purchased, the Large Image Capture arm 
(part 27) should be fully retracted inside the top frame, and it fits into the foam 
cutouts. 
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• Place the LED lights (part 18) into the slots in the foam. If the Large Image 
Capture was purchased, the Large Image Capture mat can be placed beside 
the top frame towards the back of the crate. 




• Place foam 4 on top of the LED lights, ensuring that the lights are wedged 
into the cutouts provided in the foam. 
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• Ensure that the top foam, foam 5, is inside the lid of the crate. The top edg- 
es of the Table Top Scribe frame will fit into the two cutouts in this foam. 

The cutouts are slightly off center (closer to the front of the crate) as shown 
below. If the top edges of the frame do not fit into the cutouts, try rotating foam 
5 inside the lid to be sure it is placed correctly. 




• Close the crate. Lock the crate by turning the latches on the front of the 
crate. 



If you need any help while repacking your TT Scribe, email us at 

ttsupport@archive.org. 
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